


4 Local configuration App | 5.2 Monitoring Device

If connected Local configuration App is designed for quick configuration of hybrid inverters, offering features such
successfully “Connec- Indicator Status Description
. . as safety code, battery brand and type, work modes, and off-grid application settings through WiFi
tion succeeded” will
displayed. After direct connection, etc. ] off Connection abnormal
successful configure There are two connection modes, WiFi direct connection and router connection.
[I— Cancel Complete Always On Communicate with the server normally

the indicator status of
WIFI module will be
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steady on.

T
The monitoring device is not connected to the router or is not connected to the base
- E— —

The monitoring device is connected to the router or connected to the base station but
Quick flashing

not connected to the server.
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3 LAN Module Configuration Guide
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| = 5 Indicator
If DHCP is enabled on the router, the LAN module does not need to be configured. Otherwise, the LAN = ! °
St I 5.1 Inverter

module will need to be configured on inverter screen. phone
X « . » . . - ; - : P 1 d Reset device, the indicat: ff for 2 ds, then flash Ily.
@ Find the “General Settings” by short pressing the button on the inverter screen. Smartphone connects WIFI monitoring device Smartphone and the monitoring device are ress 1 secon eset device, the Indicator goes oft for 2 seconds, then flashes normaty
@ Enter the “General Settings” by long pressing the button on the inverter screen. directly. connected to the router together. indicator Status Description
® Find “DHCP set” by short ing the button. then f DHCP function by short . dl bress 5 4 Restore factory default settings, the indicator goes off for 2 seconds, then flashes once
in se short pressing the button, then turn o unction by short pressing and lon ress 5 secon
Y P 9 ’ y P 9 9 A off No power. every 2 seconds, until the factory restore is completed.
ressing the button on the inverter screen. i .
P 9 Connection Steps' Quick flashing Inverter entered self-test status.
@ Then set the “IP Address”, “Gateway Address”, “Subnet Mask” and “DNS Address”. Short press to ,
1 Blue Slow flashing Inverter entered waiting status.
change the number, long press to confirm the number and jump to the next number. PR . . ! PR X .
9 9P Jump (M-a. Refer to “WiFi module configuration 1 -b. Refer to “WiFi module configuration
: Breathe flashing | Inverter works normal.
General> guide step1~2” to connect the smartphone ' guide” or “LAN module configuration guide”
General MHT-OLED-06-EN , - -
Settings [ 3s-» Systeminfo | = geeed »  DHCP Set - o . ' - Orange Breathe flashin Low battery warning, the battery power is about to reach the
g OFF to the WiFi module. If it is connected, skip ' to connect the WiFi/LAN module to the e 9 91 soc protection value.
T T ' Power and
v v this step. + router. Then connect smartphone to the Alarm Indicator Red Always on An alarm or fault is detected, view the fault info on the display.
<General> <General> !
Fault Info IPAddr | 3s-» 1P Addr i same router. If it is connected, skip this step. off Grid lost
192.168.0.10 192.168.0.10 : ‘
LAN ’Ils 3s ’1ls --------------------------------------------i -------------------------------------------- ﬂ\\ gl . . . . N
v v .‘g ow flashing Inverter detected grid but not running in on-grid mode.
<General> <General> . .
RSSI Grid Indicator
- Gateway Addr |- 3s-»| Gateway Add « » « » . . - i i
0% 192.168.01 : 19216801 @ Open “Setup APP”, Tap“Scan”, A list of inverter WiFi-AP names pop up. Always on Inverter works in on-grid mode.
T T
5 5 ® Click and select the inverter WiFi-AP which you want to connect. Green Always on The inverter communication is running normally.
<General> <General> <General> .
DHgZSet ----- szubnzet Mgsg ----- 35--p] S;:;meztsb;aosla ® Select the login role. (@ap) Green Flashing The inverter communicates with EMS or Master inverter
55.255.0. 255.0. W@ e iw through RS485 or CAN.
T T ® Input the password(123456), Tap“Login In”. coM rou9 o
1s 1s . . . - L . .
Not LAN . L. . . Communication Orange Always on The inverter isn't communicating with Solinteg smart meter.
(Gen'erab <Genveral> P— ® If connected and logined, the Setup APP main interface will be displayed. Indicator
MOdglj;Addr D 12;?:;_251 """ 35> 1%2?{2%%_1 Red Always on The inverter isn't communicating with the BMS.




